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Laser Leveler
G9500 Series - G9505-II

www.gazelleindustrial.com TEST & MEASUREMENT SOLUTION

• Laser brightness adjustable 3 levels of saving mode

• Double condenser lens, object modes, horizontal or vertical or cross line

   laser can be selected

• The vertical line passes through the ceiling, easy for ceiling construction

   laying process

• Longer operating time 4 x 1.5V x AA batteries

• Pulse mode

• Low power indicator

The GAZELLE G9505-II 2-Line Laser Level is a compact, high-speed levelling and alignment solution for fast and accurate level

reference in short, mid-range, horizontal and vertical applications. The professional two-line green laser level makes it ideal for

both exterior and interior work. With a working range up to 30 meters, the G9505-II is an excellent measuring tool for steel stud

framing, HVAC installation, electrical works, and residential construction. The device features a rubber-coated housing and a

magnetic mounting device that can be attached to any metal plate for maximum versatility. The pendulum lock is designed for

safe transport and fast settling, self-levelling tilt mode that provides accurate point and reference lines almost instantly.

The easy-to-use two-button operation allows the user to choose between the auto-levelling mode or manual levelling mode,

depending on the application.

Standard Accessories

• Instruction manual 
• Magnetic mounting bracket
• 4 x AA batteries

• Eye glasses
• Target plate
• Hard carry case

Specifications Range

 

Green laser

 

Self-leveling range

Working range

Power supply

Operating temperature

1.5V battery x 4

-10°C to 50°C

30m

4°±1°

Laser lines

Laser wavelength

H/V accuracy

2 lines / vertical / horizontal

Laser class 2

505-503nm

±2mm/10m

Laser type

 

 
Operating time

Mount size

IP rating

Storage temperatue  
~8 hours normal mode
~10 hours pulse mode  

~30 hours power saver mode

1/4-20 mounting thread

IP54

-25°C to 75°C


