
Wide slip resistant steps
for increased stability

Slip-resistant foot pad for 
maximum grip on any surface

Multi-functional top to keep
tools organized & safe

ANSI
Conformance to

Applicable Standards

OSHA
Conformance to

Applicable Standards

FIBERGLASS

MODEL
LADDER HEIGHT

FEET METER FEET METER FEET METER

WORKING HEIGHT MAX STANDING HEIGHT
APPROX SPREAD WEIGHT LOAD CAPACITY

G3003

G3004

3.0

4.0

0.9

1.2

7.0

8.0

2.1

2.4

1 ft 10”

2.0

0.5

0.6

24”

30”

5.9 Kgs

6.9 Kgs

150 Kgs

150 Kgs

G3006

G3008

6.0

8.0

1.8

2.4

10.0

12.0

3.0

3.6

4.0

6.0

1.2

1.8

43”

56”

9.2 Kgs

12.2 Kgs

150 Kgs

150 Kgs

G3010

G3012

10.0

12.0

3.0 14.0 4.2 8.0 2.4 66” 15.3 Kgs

3.6 16.0 4.9 10.0 3.0 81” 18.6 Kgs

150 Kgs

150 Kgs

Steel bracing provides enhanced
strength and increased protection
against damage to the rail.

Riveted aluminium rail
end shield and foot 

Full set of rear horizontals
spaced one per foot

Aluminium rivets attach
top to each front rail

Shoulder bolt and lock
nut on top hinge

Heavy duty external
spreaders 

Non-Conductive
fiberglass rails

Solid double
riveted construction

Model G3006

LADDERS & ACCESSwww.gazelleindustrial.com

Step Ladders
G3000 Series

150  Kgs
Load Capacity




