
G9633UNV
BATTERY POWERED HYDRAULIC 3-IN-1 TOOL

SPECIFICATION

Output Force 6t

Rated Pressure 700bar

Crimping Capacity  Max: 300mm²

Punching Capacity  
 Plain Steel 3.5mm thick, ⌀64mm

 Stainless Steel 2.5mm thick, ⌀64mm

Cutting Capacity Max ⌀40mm Cu/Al/ACSR

Standard Dies Cu50-300mm²

Dimensions 430 x 80 x 280mm

Packing Plastic Case

Packing Size 590 x 510 x 140mm

G9633UNV
Battery Powered Hydraulic

Multifunction Tool 
(Crimping/Cutting/Punching)

User Manual
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G9633UNV
Output Force:Rated Pressure:Crimping Capacity:

Never use this toolwithout dies! 60kN700barMax 300mm2

Hydraulic Crimping Tools

18V 4.0 Ah
LITHIUM-ION

Quality Certificate

WE THE MANUFACTURER HEREBY CERTIFY THAT THIS GOODS

HAS BEEN INSPECTED AND CONFIRMED GOOD QUALITY

ISO9001-2015
Quality Management System Certification

Thank you for choosing Quality ProductsModel

Name

Function Check
Visual Control

Completeness Control

Inspector No.

Date
2025 -03-

G9633UNV

SCOPE OF DELIVERY
Hard Case

Punching Dies
Hard Case

Battery Charger

User Manual

Crimping Dies
⌀6,10, 16, 25, 35, 50, 70,

95, 120, 150, 185, 240, 300

Punching Dies
⌀1/2", 3/4", 1",

1 1/4", 1 1/2", 2"

Punching Adaptor

Quality
Certificate

G9633UNV

2 X 4.O Ah 
Battery Pack

3-IN-1 FUNCTIONALITY
Combines crimping, cutting, and 
punching capabilities in a single tool for 
versatile applications

DIGITAL COUNTER
Displaying error alerts when faults are 
detected and recording the number of 
cutting cycles to support accurate 
usage-based maintenance scheduling 
and battery life monitoring

300mm²

⌀105mm
Cutting Capacity

Crimping Capacity

3.5mm
Punching Thickness Capacity

ELECTRICAL TOOLSwww.gazelleindustrial.com

Cu/Al ACSR Light Armored Steel Bar

Cutting Blade
UCACSR/UC40

Note: Tools come with standard dies designed for 
common copper lugs. Aluminum dies for aluminum 
and bi-metallic lugs can be purchased separately 
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